TO ADDITIONAL

ECUs (AS NE
/I~

CAT S
300" MAX
(TYPD

TO ADDITIONAL
KX3 TOUCH PANELS
(AS NEEDED>

EDED)

,,,,,

T POE INJECTOR

1

!| = oaosee
120 VAC/E0 |
NON-EMERGENCY CIRCUIT ;
TO SECURE LAN PORT FOR PC |

LIGHTING CONTROL |

* REQUIRES STATIC IP ADDRESS !

!
‘
‘

rrrrrrrrrrrrrr

120 VAC/60 Hz/a00W
EVERGENCY CIRCUIT (PREFERRED) SSuU
NON-EMERGENCY CIRCUIT ACCEPTABLE

@ B T

@ BEE

MMMMLJ_I °
gooud . H@

LEGEND

RTI KX-3 TOUCH SCREEN

ENCELIUM SSU

ENCELIUM WIRED MANAGER

ENCELIUM WIRED MANAGER
POWER SUPPLY

ETHERNET SWITCH

POE INJECTOR

N
HENERBENG Cikcurn ETHERNET swiTcH PORTS IN FROND

NOTES

-A POE SWITCH CAN BE USED. THIS WILL
ELIMINATE THE NEED FOR INDIVIDUAL
PUOE INJECTORS,

-THE POE INJECTORCSD
REQUIRE 120V POWER FUOR THEIR POWER
SUPPLIES.

@fTHE MAXIMUM RUN FROM THE NETWORK
SWITCH TO ANY END DEVICE IS 300 FEET.
THE POE INJECTOR DOES NOT EXTEND THE
LENGTH LIMITATION,
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